
-!>- -- D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 

'1. Condition 0.1.17 Ret.:ord Kt?eping Requirements (c) · · 

PC! shall docume-nt compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector:_ ·· :-r--:
1 

) · C . · ,-/- _ · 
-· . ·f_ I "' ·"'"' ;(/' lJ .. /"'... 

Date of }nsp·~tion: 
. ' I I t I l 

l[ifime:_ s (JN'l 

Shift:~ or Seco_nd) 
.~ -. 

Monitor ID: 
' "' ; (?__ r:;_ f' ,)000 

Instrument. Calibration Ga~e~~ . / 

X$ o 6"'" ,; -( ~e Iii. l'!P pv~ . 

Background lnst~uniE:mt Reading: ·. 
0, 6 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down !} 
CARBON . OR ~~ / -. - N - ;...... 

SDS Shredde~ Ru7 
Down 

)·I >( 0 ff ;J - -

A TDU I OWS .·. · ··· Running Down / ~ '1 6 !J jt) 
-/ 0.7 

- _. 

J . 

Area 8 --Tanks 52,53,54 Ru~7 
Down 

q: 0 /, ') 0 fJ tJ -

(Tanks 02-through 04) 

~ 

Distillation Unit Ru~7-
Down It !U 

). I i j ,;;. . l () 
- -

Tank 51- Ru~/g 
Down 

.S r1 (/ ;'-(,~/ If tU '" 
I 

0 
- •. I 

'. 
.. ,, / 

-

Tank. 55 Ru~7g Down . .-/ (-) 
'::, I 

- -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAk 1 c:r,~. 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

' Condition 0.1.17 ReGard K~eping Requirements (c) 

. 

PCI shall document compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

_Time:5'. 

•"' 

Baekground lnstrumenf Reading: 

. 
. . 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR 

SDS Shred 

ATDU/OWS. ' 

Area 8 --Tanks 52,53,54 

Tanks 02throuoh 04 

Distillation Unit 

Tank 51 

Tank. 55 

Revised 2/i 0/09 

Unit Status 

R11nning I Down 

Runnfpg 
J 

Runaiflg 

Rum>ifig. 

Running 

Runniq'g 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement· 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

~-
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

,-----

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
C "'-e VV'-c;., 

Date of lnspectiin: 
Lf _3. JL~ 

/Time: 
-,. ,t\.;11\ 

Shift: ~or~con~ 

Monitor ID: 
1"1 ( ."' c' P._a._.e 2._C}Q_O 

Instrument Calibration Gases: ~~ 

( StlkJJl 't!ft~ _1 0 (!) f'RJ"'./1 
Background Instrument Reading: (/ • 

. 0 0 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

A 
CARBON OR ~ / - - J-.J _.. ,../ ---
SDS Shredder Running Down 

0 A -

/ :26Q AJ -- -
ATDU I OWS Running D~ 0 A IJ -

J.-4."?0 c; ~ -
Area 8 --Tanks 52,53,54 Running Down CJ t!\ A) 

(Tanks 02 through 04) ./ f :;z._ cQO I. 3 -- --
Distillation Unit Ru7 Down 0 tL\ !18 3o v' - -
Tank 51 Running 

D/ t£~D 0 pL1 ;J 
. 

- -
I '2.. l_ I 

Tank 55 Running D~ G A 
I 

~~g..:::; r 
/\) ........__ - -- I . - - - - -- ··-- ---------
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

·\. Condition D. 1'.17 Ret.:ord KE?eping Requirements (c) · · . 

PCI shall docume.nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background lnstrurrienCR.eadiiig: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

ATDU I OWS.·.· ' 

Area 8 --Tanks 52,53,54 
Tanks 02throuah 04 

Distillation Unit 

Tank 51· 

Tank 55 
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Unit Status 

Running I Down 

Runnfng 

Running 

Rurymg 

Running. 

Running 

Runnirig 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

Y/N Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

·;c. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 o Carbon Adsorber/Canister M'onitoring 

•1. Condition 0.1.17 Record KE;!eping Requirements (c) 
. 

PC! shall document compliance I:!Y monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

: 
: ~ 

" " 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector:~···· 

sa·ckground lnstrurriEmt Reading: 
. . 

Location of Carbon 
Control Device 

Tank 51· 
'. 

Tank 55 

Revised2/10/09 

Unit status 

Running I Down 

.Runnfng 

Running 

Running 

Running 

Running 

Running 
/ 

Exhaust Visual 
Insp. 

Carbon 
Replacement· 

YIN Date Time 

---

-

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

"i' 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Background Instrument Reading: 

Location of Carbon I Unit Status I Inlet 

Control Device 

•• 
1 1 Vapor Recovery System: Running I Down 

~ 
LARE* 

Running I Down 

ATDU I OWS I Running Down 
~ 

Area 8 --Tanks 52,53,54 Run)ling Down 

Tanks 02 throu h 04 f 

Distillation Unit Ru/ing Down 

Tank 51 • _ I Ru ;ng Down 

/ 

Tank 55 Rlifining I Down 

Revised 2/10/09 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

--

-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion . 

~'~ -
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

,,,t, 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: Svvl e lli 
Date of lnsplctiont c I Time: 

.-~. 

· v . o , I I rrn 
Shift: (t~.~~_!pr Secortd) 

Monitor ID: Vlfl . 
I ~1 i Ra;e fJ C~o C) 

Instrument Calibration Gases: 15 /En r r,~ot& I 
1/7. 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion · 

· .. 
Y/N Date Time 

~a,e.o~Recovery System: Running Down ~ 
;c_ 

/' ( ~~ 

~ -
CARB OR FLARE* 

S6S' Shredder Running D/wn 
0 ~c> A vv I 

..-- - -

ATDU I OWS Running D/n 
- f\ 1 

- -.-
Area 8-- Tanks 52,53,54 Running Down 

f& czs \~ 
(Tanks 02 through 04) / 

.-- - ~ 

I 

Distillation Unit Running Down 

~· .~~ ~s~:; I o A IV 
(_ ·- - -

Tank 51 ~ :- Runrg Down !~ I ~ \ - - -
,, I ' 

Tank 55 Running Down _7 ~ ·. \ q l L f\ V\J 
I 

------ - -
--~-

-

Revised 2110/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

/ __o--- -'>.~ 

~-

/C)~.RBON OR FLARE* 

ses--5hredder Running Down 
./ 

- -.___. 

ATDU 1 OWS Run;;!Pg ·- -
Area 8-- Tanks 52,53,54 Ru/g -- ·-

Tanks 02 throu h 04 
Distillation Unit 

- -
Tank 51 ,, 

~ - '---

Tank 55 .~) - ·- ·-
1.; 

- --- -------

--------

Revised 2110/09 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D.l.l 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases:·J_,Su 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

ATDU/OWS 

Area 8 --Tanks 52,53,54 
Tanks 02 throuah 04 
Distillation Unit 

Tank 51 ·'· 

Tank 55 
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Unit Status 

Running 
ID/ 

r 
Running I Down 

Running 

Runn~ 

Runn~ 

/ 

Run~g 

Runn~ 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

-

...---

. --" 

Spent Carbon Placed in 
Roll Off Box No. for 

Offsite Combustion · 

-
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: J1~lOJ1 Sc:\_ /)7~,5 'j 
Date of Inspection: J Time: 

Jl:):i1 &G v-1/] 

Shift: (First o~ 

Monitor ID: 
tVl i /~ve :Lo uo 

Instrument Calibration Gases: J )c/ h u' /; .. £~~(L 
Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion · 

Y/N Date Time 

Vapor Recovery System: Running Down 
~/ 

f•·.·,:, 

/ 
-· 

CARBON OR ~)* 
~ 

...- -

SDS Shredder~ Runyg Down [ 7 { /t ;1/ 
~ 

- r 

ATDU I OWS Running Down / / ;'( c/ c ( A /./ -
J 

.--- .--

Area 8 --Tanks 52,53,54 RunJhg Down 217 . ~-· /) (/ -
(Tanks 02 through 04) 

CJ 
~ 

~ 

Distillation Unit Ru~ng Down .J,;r I r . {; l-1 ;1/ - -· 
t-1 ( J 

-· 
.. 

Tank 51 ,(:- Running Down /C17 5_ 1f i /~\ (!'J 
-

J & I 
- - ' 

1 

Tank 55 Running Down I I 5 I 
/ + I 

v I &:· (; !',./ 
- -_ .. I 

I 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 
I 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion . 

Y/N Date Time 

Vapor Recovery System: Runnin/ ·Down 

'I:-" - -
CARBON OR LAR * 

~ 

SDS Shredde Runnin Down 

··--- --- __..., 

ATDU I OWS Runni'Y" Down 
c- ·- /" 

Area 8-- Tanks 52,53,54 Down 
_ _. 

~ 

Tanks 02 throu h 04 
-

Distillation Unit -.r-- -
1 Tank 51 -~ ---
Tank 55 ~ 

~-
./ 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORIN-G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- - ----

Inspector: D, , 
~&'L~!V\1"' /r,r6t) 'JY 

Date of Inspection: · /Time: 
'/~Y'/\ II ~_[J_,'1 

Shift: (First o~) 

Monitor ID: \ ' /{!, I')'\ / ,,e 

Instrument Calibration Gases: 
7 suL;~ ! 

Background Instrument Reading: ~t) 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recov~~S¥stem: Running Down 
1·'·---:-

~ 

. _,-----· 

CARBON OR ~LA~* 
.,- -- -

./ 

SDS Shredder Running Down i' 1 
)~ - -- c-v I 

ATDU I OWS Running Down 1,2 t{ c/ () ( "f u A ~ -
/ !L/ / 

( 

Area 8 -- Tanks 52,53,54 Runntg Down /5 b 'l ;J, A ;tl 
I 

(Tanks 02 through 04) 
-- -

Distillation Unit Running Down 3 1lf /, _7'_1__ u A IV 
i 

( 
-- - -

{7- ' j ( 

'. 
Tank 51 ,v -' ~ 

Run~ng Down 2 [ l-( Ct 
~7 /l C) rJ I ( (1 A 

-- -- --
·::J I ! 

Tank 55 Running Down 
r 'i I) 1111 r,_/·: !I 

(V -- - ,....___ 

c./ 
-

( 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D. "1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

in i 
Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion . 

YIN Date Time 

Vapor Recovery System: Running Down 
. ··-. -~~~-

CARBON OR ~ 
.- - -

SDS Shredde Running Down 
/ - - -

ATDU I OWS Running Down 
/ - - -

Area 8 --Tanks 52,53,54 Runn)n"g Down -
Tanks 02 throu h 04 

- -
Distillation Unit Run7g Down - - -

Tank 51 , .. Ru7g Down - - --

Tank 55 Run7g Down ---- -

Revised 2110/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1. i 7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

/1 

Instrument Calibration Gases: J 
Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion . 

Y/N Date Time 

Vapor Recovery System: Running Down - - --
CARBON OR FLARE* 

SDS Shredder Rurg Down - --- --
ATDU I OWS R/g - - -
Area 8 --Tanks 52,53,54 Runr9 --- - --
Tanks 02 throu h 04 / 

Distillation Unit Running -· ,--- -
Tank 51 ,.._:· - - -
Tank 55 - ~ 

Revised 211 0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: IJ, 
. /1 > .. ·v/i£/Z LJ · tLl ;z::, C 

Date of Inspection: T1me: 

if_- j_"-;;2tJ/ '/ _t;;_ : !1 <;___ 

Shift: (First or~ c 
Monitor ID: 

;v'l E 'rz I ' l<cu:- ;2c?uo 
Instrument Calibration Gases: 

T _c; u 6 ,~ 'fl; I e. . ._ e 
Background Instrument Reading: I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion · 

Y/N Date Time 

Vapor Recovery System: Running Down 
1·'·.--;. 

CARBON OR-~~ // (J A-- ,~/ ---- ---· ·----
SDS Shredder Running Down ~~-./· I;;{/, / /. 9 ;r ,-----· ....----

-~ . 

ATDU I OWS Running Down 

lC. 1 ij ;J ...- _ ... --
/ <: ·z l? () 

! 

~ 

Area 8 --Tanks 52,53,54 Runni99/ Down 
~ 

!(} 
! 

(Tanks 02 through 04) 
/ !-/_}/£ J, 5 3 _;{ !l_ -· --1--.------

Distillation Unit RunnifJ.€1/ Down 

' 7 /1 ;V / '),r, (, I {_!;; ~ -· 
. -

Tank 51 ... Runn~· Down 

'Jlvl ;) G II ;J ..-- -
./' 

~ 

Tank 55 RunlliWQ Down 

&i/J ( J3.V/ { :25 /v g -- - --
Revised 2110/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 3\(\, e_ \ \(( 

Date of lnspectior 

-L\uv \ . lL( I Time: S _·d) 
Shifte or Second) 

Monitor 10: 
l/1 1' Peter~ 

Instrument Calibration Gases: ::r_:)c{)cT lf (c>CJ, ~yJ 

Background Instrument Reading: CJ_o 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion . 

Y/N Date Time 

Vapor Recovery System: Running Down 
1····.··:. 

CARBON OR~* 0 A fJ - -e- -
SDS Shredder Run? Down 

\~ 0 A_ vv - - -
I 

ATDU I OWS Running Down 7Y·r:b s, \ ~ // - - -
: 

i Area 8 --Tanks 52,53,54 Running Down 

l~·'fO l) 0 \0\ I 

(Tanks 02 through 04) L vv - - - I 

Distillation Unit Running Down li .L-~ CJ f-\ /_ 
- --

'. 
Tank 51 ,._ .. 

Running Down !L \ 'I.\ 0 \IV ~ 

t/"' \-\ - -

Tank 55 Ru7ing Down 

CCJ1(;- \ I 1/) '0 
~ ---- -

I ·,. 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases):'cS 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

VaporRecove~tem: Running Down 

/ - - -
CARBON OR LARE* ) 

SDS Shredder Run~ Down - - -
ATDU 1 OWS Run/ --- - -
Area 8 --Tanks 52,53,54 Runr - -
Tanks 02 throu h 04 -
Distillation Unit - - -
Tank 51 ... I~ --- -
Tank 55 lelr - .._..., 

Revised 2/10/09 
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" - D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 
l Condition 0.1.17 Record KE?eping Requirements (c) . 

PCI shall docume'nt compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 
/Inspector: .c-: 

Background Instrument Reading: 

Location of Carbon Unit status I Inlet 
Control Device 

Vapor Recovery System: I Running I Down 

". 

CARBON OR FLARE" 

I SDS Shredder ·1 Running I Down 

I ATDU I OWS.-. ·' Running I Down 

Area 8 --Tanks 52,53,54 I Running I Down 

(Tanks 02through 04) 
Distillation Unit Running I Down 

Tank 51· Running I Down 

I Tank. 55 Running I Down 

Revised 2/i 0/09 

Exhaust Visual 
Insp. 

Carbon 
Replacement· 

YIN Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

-~~ 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

OR FLARE* 

ATDU/OWS 

Area 8-- Tanks 52,53,54 
Tanks 02 throuah 04 
Distillation Unit 

Tank 51 ,, •. 

Tank 55 

Revised 2/10/09 

Unit Status 

Running 

Running 

Running 

Running 
/ 

Rujing 

Rurining 

Ru7ng 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion . 



D. 1. CARBON ADSORPTION MONITOR( LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

'~ 

Shift: 

Monitor ID: 

Instrument Calibration Gases.;_ 
_i-5-c-, 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: 

) 
,-- --

--- ---
ATDU/OWS ----- --
Area 8 -- Tanks 52,53,54 -- --
Tanks 02 throu h 04 

~-

Distillation Unit Ru/ -- -- ~--

Tank 51 Ru~ 
-

~,,. -·-

Tank 55 Ru~/" Down 

--- ' 

Revised 2110/09 



. 

0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

-~- ------~ -- -- --------- ------------- ----------

Inspector('% ~ rf.: 
~11'f-«_ r., 'CW ()'U0 

Date of 0,pe/;i7: 
H lti / 

· I Time: t!{ A>#'l 
Shift: (First tf"Ser.nn.i:l} 

Monitor ID: Ra-e };{' ' ;<coo q/\ I 

Instrument Calibration Gases: { 
:::;:: !>d 0 lJ t )II ~ V\-( (()_()Pill#"\ 

Background Instrument Reading:' I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 
..•. , .. , 

CARBON OR ~i:> / 0 A .--- ,_----- . 

0 ;V .--

SDS Shredder RunJ Down 

b A -0 N .,--- -
ATDU I OWS Running Down 

4;<1o 6 t4 ,...---
e./' -1/ -.,..,--

Area 8 --Tanks 52,53,54 Run7 Down ...- ?{., /7./ 1-{ (Tanks 02 through 04) ;J,. ~ 0/D -1/ - --
Distillation Unit Running Down 

&- { (0. t/, o/6 Y-1 ,_,/ 11 - - -
Tank 51 , .. Run~ Down 

·JJ v;J olD 0 b/{)C[O jV --
Tank 55 Ru~ Down 

Ole?, \ If Ill I --
i 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: .::)y' c I( 
Date of Inspection: J Time: .. c \ 

U"~\ \ } ;< 

.~" l ) \ .... .J ' I 
1 

Shift((Firs~)or Second) 
I I 

\ v""'-~''"''"''""'#p-J/ 

Monitor ID: (Y) 
1:1 i 

r·~. c .;c·{)/ 
Instrument Calibration Gases:.J~.~ 

• ' 1• l t I ,· t: (. I 
Background Instrument Reading: 

(/ c 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion · 

---- Y/N Date Time 

Vapor Recovery System: Running Down 
.. ··.··:. 

,./···· (~j c:! CARBON OR( FLAR,f;:" I 

SDS Shredder Run!J)rrg Down 
(~! V\// ,/ / {; , .. 

ATDU I OWS Runr\ing Down ( c/ Vtl l' r··; -· - ~~~·· 

Area 8 -- Tanks 52,53,54 RunnJ.rig Down 

l ?2 (~/· 11 I 

(Tanks 02 through 04} 
/p 

' /_"_ 
,.-~· !·-···· 

Distillation Unit Runnipg Down I c·· ,z:; i(,/ ,/"'7 (,· ·····• ... .. J 

Tank 51 , .. Runni99 Down (: 1./ {.~ v /;/ 

I 

Tank 55 Running Down / (1 v. 
// ·.· 

Revised 2110/09 
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D. 1. CARBON ADSORPTION MONITORINGLOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~. 

Monitor ID: 
i l 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Unit Status 

Running I Down 

Running 

ATDU I OWS Runni 

/ 
Area 8 --Tanks 52,53,54 Runn7 

Tanks 02 throu h 04 
Distillation Unit Running 

/ 

Tank 51 I Runn? 

I 

Tank 55 I Run~ 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

~ 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion . 

l 



! 

D.i. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D.J.i7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
5n-re.l.rCJ 

Date of Inspection: _
1 

iC! J Time: 
/~ !In;,., IC! ~2 

Shift: ((§or Seconct} 

Monitor ID: m , . 
I I' {1 'I 

r< (l~ ,(){_ ./-0 
Instrument Calibration Gases1S 

lS~'r£!1 £ }affi~~ 
Background Instrument Reading: 

(),() 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion . 

Y/N Date Time 

Vapor Recovery System: Running Down 
,•·'·.··:. 

0 ~~ '--.. - ,_ 

CARBON OR FLARE* 

SDS Shredder Running Down 

·7~ .1 a f'J tv --- - ---
ATDU I OWS Running Down 

G,{1)\ 
~ 

Q A vl - ---- - -- J 

Area 8 --Tanks 52,53,54 Running Down 

1300 :~\.l No vv 
. 

(Tanks 02 through 04) 
p,- - - ~ 

' 

Distillation Unit Running Down 

q].~ if, _q 6 A - - -
.. 

Tank 51 ,:..:- Running Down 
~s:i~ C[ .. ~ I v -- - -

Tank 55 Running Down 

l-7! IT J- ("J r- VJ - - -

Revised 2/10/09 



------------

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

~~-

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: ~~t~c ::~\ ---? t_:,L,c''{,;:•( 
Date of lnspecti~on: /Time':' 

/1'- / ';l If )-~, )( 

Shift: (First or/Secon(j) 
:l, /1 '------------- --

Monitor ID: 
_/._(_ /(I /-~- -t:'-. c __ 

Instrument Calibration Gases: 
[_l<'t( 

Background Instrument Reading: 
I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion -

YIN Date Time 

Vapor Recovery System: Running Down 
----":, 

CARBON ol(';-~~;~:; ·-., _____ ,/ 
\'-'~ L /1 A 

------- -----

SDS Shred<:ter- - Runni::./' 
Down 

I c.· /) ( # !L' 
;~- I 

ATDU/OWS Runni_!lfr.-c 
• =t!J':;:;..~""'"" 

Down 

'{ .:'')- c ;l 
Area 8 --Tanks 52,53,54 Runnin~-- Down 

l v \1 (f /:'- /l (Tanks 02 through 04) 
.,//'/" ' 

Distillation Unit Runnin9 Down 
)\' ;; _!) !V. ~x"~/J'/ - .#-~ \ .. - f 

Tank 51 ,'.- ~. Runnin;;v Down 

-~ ')1 { /7 !if ·,~P' 

j_ ·_._ 

Tank 55 Run~_i:; .• ~ Down 

t?(_)Lf 
·- L J\1 _/~ ; J . 

Revised 2110/09 



D. 1. CARBON ADSORPTION MONITORIN-G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keelping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 

Locatio.n of Carbon 
Control Device 

CARBON OR 

SDS Shredde 

ATDU I OWS 

Area 8 -- Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

~ 

Running 
~ 

Ru~ 

Ru~g 

Running 

---

Inlet Exhaust I Visual 
Insp. 

A 
-

A 
,I\ 

I I 

A -

;4-

I 
Carbon Spent Carbon Placed in 

Replacement Roll Off Box No. for 

Offsite Combustion · 

Y/N Date Time 

/ vlll --I 
I rv 

lA I I-= I -- I 
~~-

.tC I :lnf'e.,.f 
--

/- I I -~-I r v 
iA I I~ 

I 1/\ I L~ I ~---- I -



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
~~~~ . ~. :· (; ( (::· ( 

Date of l.nspection: I Time: 
./. > f ·• / 'l ;:·· /( . / :.·... . 

; "''" / 

Shift: (First Second). 

Monitor 10: 
/ " ·.~•- !".... 

>. 

Instrument Calibration Gases: 
< .... ~ J > 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

··~-

Y/N Date Time 

Vapor Recovery System: Running Down 

1 .. •.,--:, 

,,e''/'"''' ( ;:1 i· 
CARBON OR lLAR:E* _./ / 

SDS Shredder~· Running Down /~:2 
... / ... / 

> 
> > 

/ ' .... / . .. / .. 

ATDU 1 OWS Runnin~- Down 

(''· ·, > •• 
,,c; 

Area 8 --Tanks 52,53,54 Running .. Down 
,,=o<'~'' It' 

(Tanks 02 through 04) • J ...... " 
;._ l/ 

Distillation Unit Runnin.9-··· Down ::lf:. 
j 

I ........ 

. . 
t·· (; ! I I ,' /i/ .. 

I Tank 51 ··- Runnin_$./ Down /Ji 
I 

I '·! /::~· 

1 

Tank 55 Running_ Down .;. 
/; .. / 

I 
,;/''/' 

' 

'---------------- - ----- -· 

--- ·- - ·- ---- ----

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Vapor Recovery System: 
~ 

ATDU I OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 ·'-

Tank 55 

Revised 2/1 0/09 

Unit Status 

Running I Down 

~ 

Ru~ I Down 

Ru~ 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

---
- --

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion -

-



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
\' 

Monitor ID: 

Instrument Calibration Ga)(ie~6:. 
. ,. 

f 5::::>0- Ct 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

;i/ ~ 

....---

--
--
-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

..----... 

--
,---_ 

~---· 
-



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

~ 

CARBON OR ( FLARc* 

SDS Shredd 

ATDU I OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 ,, •. 

Tank 55 

Revised 2110/09 

Unit Status Inlet 

Running I Down 

~ 

Run~ 

I I I ,ul ,10 

R~ing Down c...~-1 q 
I 

i / 

RYfu1ing 
/ I I ·- -

I 
I 

Exhaust 

\ i / L/ 
7 

r-- 1 r\ 

'""""' -

I 
I 

Visual 
Insp. 

rl ,, 
,I\ 

\f__i 

Carbon 

Replacement 

Y/N Date Time 

-.._f ~ 

·-l'lj\ J I __ ... 
.~.I 

,_ 

lc _/ 1-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion · 



'~ : 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
-- ---- -- . -- --- - --·- -- ··--- - ---- . 

Inspector: 

Monitor ID: )fi!/ ' 

Instrument ~alibrat~~ ~se~ 

V -'-, ViV \ Vv -- \:--

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion · 

Y/N Date Time 

Vapor Recovery System: Running Down ~ - ~ 

CARBON OR 

SDS Shredd Running Down 

// 

·- -
~ 

ATDU/OWS RunnJ.g- Down - - -

Area 8 --Tanks 52,53,54 Runn~ Down Vvi ~ 

Tanks 02 throu h 04 

~ ~-

Distillation Unit Runnf Down vv - ~ ----
.. 

Tank 51 Runni/~V/ Down \(\J 
.-----. - -· 

l 

Tank 55 Runnin~v Down \tv 
-· 

/ 

,..__ -~ 

'. 

Revised 2110/09 



D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

J 

Instrument Calibration Gases: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion · 

Y/N Date Time 

Running Down - ~· 

CARBON 0 

SDS Shred Running Down 
~ 

- - -
ATDU I OWS Running Down 

/'"' -· - -

Area 8-- Tanks 52,53,54 Running Down - --
Tanks 02 throu h 04 
Distillation Unit Down --· ---
Tank 51 ,;.·· Runrg Down _.-' - -· 
Tank 55 Runnpg Down - - _./ 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- - -· - ------

Inspector: F"'> y II;: ;'~ c:>; ::~", .. · \,>·~ 

Date of Inspection: Time: " 

// • .z '~:,l -"''(/ L/ .<;'' (<:' 

Shift: (First or Second) ~?~~{ 

Monitor ID: 
< 

Instrument Calibration Gases: 
; G l: X /('>_( 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion · 

Y/N Date Time 

Vapor Recovery System: Running Down 
I. ~: 

~/- :;..- li /t 
CARBON OR/FLARE> \. 

'\ 

. / 

·~·-· .· 

SDS Shredder · ·- Runnin,;:9 Down lf1 
_~.,.-"" l). l~ ~:. 

/i .. 

ATDU I OWS Running/ Down ·- ;/A 
j/7' 

~t£:, o/2:\ i~·- s ,.,, 

( 
•" 

Area 8 --Tanks 52,53,54 Running..· Down 

(Tanks 02 through 04) 
,/ -~/( :: ... / (, 

! ,:, 

Distillation Unit Running Down _,l] __ 
' 

/,/"/ 

~~ > \, .S "- h/ 
I 

'. 
Tank 51 t- ~~ 

Running Down 

...... 
I 

'- )' j C./ J (:• . L'L~ 

Tank 55 Runnipg Down 

II / L 
~1 t./ 

,,// 

_~, S'L i. / 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: VVleJ 

Date of 1ry)pecti~n5 ov '~ 

Shift~ or Second) 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon Unit Status 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion · 

YIN Date Time 

Vapor Recovery System: Running Down ·- -

CARBON OR FLARE* 
. .---

SDS Shredder 
Running Down 
~ 

- - -

ATDU J OWS 
Running Down 

- - -

Area 8-- Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 
( 

- - -

Distillation Unit Ru'}Pjng Down 
- - -

Tank 51 ,'-_ 
Runrn9 Down 

,-. - -· 

Tank 55 
Runl)ing Down -- ·- --

Revised 211 0/09 



0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: SY'V\-r- ,\ \Cb 

Date ohspecti_on: 

\Jv _rl)o ·'"" l "--
/Time: S' _.OD 

Shift: (~r Se ond) 

Monitor ID: yY) , ~ ?-00 O 
ln1 Ctt: 

Instrument Calibration Gases:p0 (6.1./TL}((;rJE. JOoffY'! 

Background Instrument Reading: 6, 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion . 

.. 
Y/N Date Time 

Vapor Recovery System: Running Down 
',·'.···:, 

CARBON OR~* /" [) 0 fj V\1 --- ----- --
SDS ShreddV Running Down s. { A r /00 vv - - -- I 

ATDU/OWS Run~g Down 

?J" { t ' \ ~ vv ! 

0 _.-- ---
Area 8 --Tanks 52,53,54 Run!)iRg Down 

l7~b 
(Tanks 02 through 04) ' ' 0 A ltV - - ·-
Distillation Unit Running Down 

3,3 L w-
/ ]1.8 7 !A - - -

.. 
Tank 51 · ,,:~. Ru~g Down 

. 
~-{~~}. 1:2.1 I :<.1 A rv .....__ - -

Tank 55 Ru~ng Down A vv 772'b f,r_ ~ I 0 - - -

Revised 2/1 0/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 
- ---- -- - - -- ---- ·------------ ---------

lnspector:Ck ·- ~S ~oG 
~__( cwee 

Date ohnspec~n: -
If :2 (p /1 

j Time: 
'[;.00 

Shift:/(First or~co~) 

Monitor ID: ~ jVl' ~ (tit ..( f((l)C) 
Instrument Calibration Gases: b ~ 

r So Iff lf f M I!Jo ";~~ 
Background Instrument Reading: u o.o II 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion . 

Y/N Date Time 

Vapor Recovery System: Running Down ,···.··:. 

IV ~ 

,/ 0 0 II - -CARBON OR FLARE* 

SDS Shredder Running Down 

A ----
---- qo <1. ) A/ - -

ATDU I OWS Running Down 

7~4( A A) 
,..---

...-- 0 l(.d-
.--

Area 8-- Tanks 52,53,54 Running Down 

1-\ 
,. 

500 G 0 --(Tanks 02 through 04) 
__...- N -

Distillation Unit Running Down 
CC5 L{- .;- 3.3 II ¥ I~ ~ 

lrJI!.tAJ 
0 ------Tank 51 Running Down 0 

, 
··- 3 { 7 "l A Ill -----

..---
Tank 55 Running Down 

I;. 1 0 If ..---- /1. 3 ;v' ·- -
---- ---

\ 
Revised 2/10/09 __./ 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: cSV'vl e:J j(o 
Date of Inspection: L{ 

Vluv- ').../\/ I Time: s~ tO 

Shift: ~r Second) 

Monitor 10: VV\ t If\ j (<qe WeD 
Instrument Calibration Gases: 't._ G e •f 

2> () ~u \ L- ~ - V7 - /6Jf YJ 
Background Instrument Reading: ,0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion , 

Y/N Date Time 

Vapor Recov~~tem: 
Running Down 

"'',":, 

0 0 A )\; ......._ - ~ 

CARBON OR F ARE* 
-

SDS Shredder '"---" Run? Down 

16 ( I A ~vv - -- '- I 

ATDU/OWS Run~ Down 
71C::>~ -- ~o. J A w - - -

Area 8 --Tanks 52,53,54 Runn/ Down 
11. b A (\) - -

(Tanks 02 through 04) L?. () .-
Distillation Unit Run/ Down 

71. k oro A vv -- - --../ 

Tank 51 ,!.. • ~ " 
Runnj.Pt§ Down 

~:zq 3.o I A -
0 vv - ---

Tank 55 Runnmg Down G'o2-.g (} vv :ZP ~ l 0 - - -
Revised 2110/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
s~~\l{o 

Date of Inspection: 

Y\o v rJ..$ .JY I Time: s-: eo to M 

Shift~ or Secondj 

Monitor ID: 
Vhir,; f<ete fLo c)O 

Instrument Calibration Gases: TS 
o V6 vr r.)-r 1:: VJ (? I rJUeJ f:JJnJ 

Background Instrument Reading: 
Q._ 0· 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion -

YIN Date Time 

Vapor Recovery System: Running Down 
,-·-.-~, 

CARBON OR~ 
~ (!) 0 jJ flJ - -- -. 

SDS Shredae-r-- Run~ Down 
1-0~ Y\.; 0 f) - - -

ATDU I OWS Runl)lml Down 
~qqq A ~ 'hL~ vv - - -

Area 8 --Tanks 52,53,54 Runr Down 7qq I. ,q vv --
(Tanks 02 through 04) 0 - -
Distillation Unit Runrg Down 

~0. l to f)- Vv 0 - - --
.. L 

Tank 51 ,._ Runrnng Down vc. <b ( 3(7 I vv 0 A - - -
/ 

Tank 55 Runptrlg Down 
(,o :2Pt ?-o.~/b f} 0J - -- --
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORJ>TION SYSTEM INSPECTION 

Inspector: 
Svvyc\ra 

Date of lnrection: L/ 
tuv ~0, 

/Time: Sbo 
Shift: (~ or Second) 

Monitor 10: 
(Yl In r' Rcte- 2-c>c>O 

Instrument Calibration Gases: be (1 utc.J;n (!_ lcJd /;. rY"l 
Background Instrument Reading: ,. 

bl/0 I 0,0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement · Roll Off Box No. for 

Offsite Combustion · 

Y/N Date Time 

Vapor Recovery System: Running Down 
::.;~ 

CARBON OR F~ 
~ 6 f) IV - --

SDS Shredder Run~ Down 
A_o7 ~-£ fj {AJ - - --. 

ATDU 1 OWS Runi)J.Rg Down 
Clctqq 2LC.. ~ ¥V - - -

Area 8 --Tanks 52,53,54 Run~ Down qr; c. !. CJ 0 A vv 
(Tanks 02 through 04l 

- ·- -
Distillation Unit Rm~g Down 'SB, ./ ~ tv 0 - ·-- -
Tank 51 ,'.- Rm~g Down 

&10ft 3.ct I A ~ 0 - - -
Tank 55 Rurg Down 

~S2-~ ?bt 1/ I .o Pr fv - - ·-
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